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o https://youtu.be/cPoXR8Ns110?si=Y6gAUSN7NYkayCn5

www.luxmed.in
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LuxMed® Washer Disinfector is an advanced automated cleaning and thermal disinfection system designed for
hospitals, CSSD departments, medical colleges, laboratories, pharmaceutical industries, research institutes, and
dental facilities. The system delivers validated cleaning, rinsing, thermal disinfection, and HEPA-filtered drying for
reusable surgical instruments, laboratory glassware, anesthesia accessories, dental instruments, and other reusable
medical devices.

Manufactured using advanced Laser Cutting, CNC Bending, Precision Fabrication, Al-enabled controls, loT
connectivity, and automation technology, the LuxMed® Washer Disinfector ensures consistent cleaning
performance, infection prevention, reduced operating costs, and international compliance

Key Features

e  Fully Automatic PLC Control

e 7" Color Touchscreen HMI

e SS316L Chamber & SS 304 Body

e Al & loT Enabled Monitoring

e  Multi-Stage Washer Cycle

e Automatic Detergent & Neutralizer Dosing
e High-Pressure Rotating Spray Arms

e Lumen Flushing System

e  Thermal Disinfection up to 95°C

e  HEPA Filtered Hot Air Drying

e Energy & Water Efficient

e USB Data Logging & Ethernet Connectivity
e  Automatic Door Interlock

e Modular Instrument Racks

e  Easy Operation & Maintenance

e Validation Ready

e GMP & CSSD Compatible

e  Customizable Available

Technical Specifications

Parameter Specification \
Model LM-WD-120
Chamber Material SS 316L Stainless Steel
Outer Body SS 304 Stainless Steel
Controller PLC with Touchscreen HMI
Washer Temperature 40°C-70°C
Thermal Disinfection Up to 95°C
Drying System HEPA Filtered Hot Air
Spray System Multi-Level Rotating Spray Arms
Detergent Dosing Automatic
Lumen Flushing Available
Power Supply 415V AC, 50Hz, 3 Phase
Communication USB, Ethernet (Optional loT)
Compliance ISO 15883 & CE Design Ready
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